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4-WHEEL
STEERING
Horst Header Wagons 
feature an improved 
steering system that 
provides tighter steering.

ELECTRIC
BRAKES
Four electric drum brakes, 
to give you more control 
and confidence when 
transporting your header 
from field to field.

MADE-TO-
MEASURE PADS
Designed specifically for 
all JD HD35-50 R,F & 
X Models. Providing a 
stable travel platform.  

HEAVY DUTY
AXLES
12,000 lbs. axles with 
8 bolt high speed 
automotive hubs.

•	 Double spring balancer

•	 Length adjustable hitch with auto lock for simple hook up

•	 235/75 R17.5 (16 ply) tires on 17.5 x 6.75 x 8 rim

•	 Rear lights with brake and turn signals

•	 2 5/16” ball hitch

•	 7 pin RV / brake light plug

•	 12,000 lbs. axles with 8 bolt high speed automotive hubs

•	 Tapered roller bearings on king pins for absolute no sway trailing

•	 6 Ratchet straps to secure load (4 on CHCFX35JDHD)

•	 4 Wheel steering

•	 Safety chain

•	 4 wheel electric brakes

FEATURES

Horst’s CHCFXJDHD Header Wagon keeps road travel simple again. Designed for detailed no sway road travel the CHCFXJDHD Header 
Wagon allows easy travel from the farm to the field. 4 wheel steering and braking allows the operator to feel in total control from the seat of the 
cab, while the wagon cradles the header for a made-to-spec fit, and reliable protection. 

Accepts JD HD Series Headers.

4 WHEEL STEER
CHCFXJDHD 35-50’ Header Transports
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Model Description
CHCFX35JDHD Carries 35’ JD HD Series Heads (35’ wheelbase and 36’ top rail)

CHCFX40JDHD Carries 40’ JD HD Series Heads (40’ wheelbase and 42’ top rail)

CHCFX45JDHD Carries 45’ JD HD Series Heads (43’ wheelbase and 48’ top rail)

CHCFX50JDHD Carries 50’ JD HD Series Heads (48’ wheelbase and 52’ top rail)

Authorized Dealer:

www.horstwagons.com 8082 Road 129 RR#3 Listowel, ON Canada N4W 3G8    orders@horstwelding.com    www.horstwelding.com   
Toll Free: 866-567-4162    Tel: 519-291-4162    Fax: 519-291-5388

Model CHCFX35JDHD CHCFX40JDHD CHCFX45JDHD CHCFX50JDHD
A 12’-2” to 15’-2” 11’-8” to 14’-8” 10’-5” to 13’-5” 10’-11” to 13’-11”

B 36’ 42’ 48’ 52’

C 7’-5” 7’-5” 7’-5” 7’-5”

D 50’-6” 55’-7” 59’-2” 64’-1”

E 35’ 40’ 43’        48’

Top Rail Size 6” x 4” Bridged Design

Spindle Size 3-1/4” Diameter

Wheel Size 17.5 x 6.75 x 8 Bolt

Tire Size 235/75R17.5 - 16 ply

Brake Size 12-1/4” x 5” Drum

Approx Weight 6,485 lbs. 7,230 lbs. 8,056 lbs. 8,507 lbs.

GVWR 24,000 lbs. 24,000 lbs. 24,000 lbs. 24,000 lbs.
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