
Net System

• Larger brake provides 25% 
more stretch.

• Improved performance when 
baling at high densities

Variable Density

• Electronic variable density 
pressure regulation, results in 
increased bale density, due to 
the higher loads exerted on 
the bale at the optimum 

      stages of bale formation. Intelli-Chamber Control

• Chamber opening and closing 
speed has been increased for 
more productivity, with 

      electronic proportional control        
      of the chamber movement for    
      improving operator comfort.
• Variable chamber opening 

height to suit the bale 
      diameter and increase bale 
      ejection speed.

Drop Floor Unblocking

• Auto Unblock
• Automatic Knife Drop
• Knife Cleaning Cycle

Pick-Up

• Choice of cam-track or camless
• Tapered feed channel
• Adaptive Intake
• Wider camless pick-up

High Current Additive Output

• Optional Headland 
       Management Kit

1000 RPM Gearbox
(Optional)

• 540 rpm as standard

Control Consoles

• ISOBUS Compatible
• ISO-PLAY 7 or 12 Options
• Aux-N Functionality
• Integrated Camera Monitor

Hydraulic Bale Kicker

• The kicker lowers or raises hydraulically as 
the chamber opens or closes, ejecting the 
bale with more momentum. This ensures the 
ejected bale is clear of the door swing zone.

Load Cell Bale
Shape Indicators

• A load cell fitted on each door 
lock measures the bale load 

      on each side and displays 
      accurate bale shape feedback 
      to the operator.

Auto Switching Camera

• The software can 
       automatically toggle 
       between the main working  
       screen and the rear view   
       camera at predetermined  
       stages of the baling cycle.
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*Available on ISOBUS option models only


