Designed. Engineered. Remarkable Value.

Land Management Equipment
All sorts of jobs in all kinds of conditions
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Engineered, Designed and Manufactured in the USA




Get big productivity with Worksaver’s
land management attachments.

§ Rotary Brooms

Designed for use by contractors, municipalities, institutions and farmers.
Hydraulically driven models for skid steers and front loaders, PTO

driven models for 3-pt tractor mounts (Cat.l). 32 inch diameter
comvoluted brushes avallable in Poly (P) or both Poly and Wire (PW).

All models available in 5-fi., 641, & 7-fl. widths.

+ Remove dirt, sand, gravel and trash from construction entrances,
parking lots, bridges, driveways & sidewalks.

+ Remove thatch and prepare wirf for the growing season.

= Clean snow or leaves from streets, driveways, and building entrances.

= Excellent for general clean up before sealing or repairing pavement.

= Brooms angle up to 30-dedrees right or lefl. Optional manual or
hydravlic angle adjustment kits available,

» Height adjustment chains maintain an even operating position.

+ Parking stand Included as standard equipment.

Skid Steer Rotary Broom

+ Hydraulically driven skid steer models in 5-ft., 6-ft., & 7-ft. widths
with 327 diameter brushes.

= Varlable flow control valve for optimum broom speed.

= Step-through mount design for easy infout of skid steer cab.

+ Optional electric solenold hydraulic angle kit also offered.

Poly,/ Wire Wafers = Optional electrical wiring kits to connedt (optional) electric solenoid
control to most OEM skid steer auxiliary controls.

+ 4.36/1 chain drive ratio provides job matched torque to get through
tough conditions.

‘mu Tube 3-pL. Rotary Broom
— + PTO driven 3-pt. tractor mount in 5., 6-f., & 7-f. widths with 32°
Soe the Rotary Broom In action on YouTube! diameter brushes.
RIS AW youtube. comwatchv=Emiakt 1 NEA) + Double gearbox drive with patented top “T-shaft®

for smooth power transmission and easy reversal of brush rotation.

» Designed for Category | / Il tractors with [ift capacity to handle size
of broom desired.

Front Loader Mounted Brooms

« Hydraulically driven loader mounted models in 51, 61 & 7-ft widths
with 32” diameter brushes.

+ Variable flow control valve for optimum broom speed.

* An independent hydraulic system powered by the tractor PTO, 10-20
GPM hydraulic llow may be required depending on tractor model.

= Optional gauge wheel Kits allows for setting broom height to match
the Job conditions,

+ Universal front loader mount to accept our interfacing mounting
brackets, available for most loader quick attach system.

» Model designed for john Deere 400/500 series loaders
with hook & pin quick attach.

« Optional electric solenoid hydraulic angle kit available,




Skid Steer Rotary Broom Specifications

Overall Width (infom)
Brush Diameter (infcm)
Sweening Widih (infom)
Widith & 30° Angle (in/om}
Mounting System

Brush Material

Hydraulic Motor Rating

Ol Flow Bequirement
(g2pm/lpmb

Dirt Deflector
Welght (lbs/kg)
Proiuect Mo,

=pl. Kolary Broom Spe

Owverall Width (in/omy)
Brush Diameter (in/cm)
Sweeping Width (infom)
Width & 30* Angle (infem)
Mounting Svstem

Brush Material

FTO BFW Range

Din Deflecion

Welght (ibs/ko)

Product Ko,

Oplions

| s3/i3s

S5ME-125P  55MB-125PW

| B9/175
EF 1]
B0/ 152

Skid Steer
Py
16 GPM

1230/ 45-114

Optional
40/ 290
a10061

ciflcations

RME-325P
| 49 /175
12/ 8
60 / 152
53 /135
L. (Cat. 1)
| poly
540
Optbomal
720/ 336
| 610705

697175
31|
6 152
33 /135
Skid Steer
Poly / Wire
16 GPM

12-30 / 45-114

Optional
637/ 289
B 10960

RME-325PW
69 /175
3181
60/ 152
53 /135

3-pa. (Cat. 1)

Poly [ Wire

k2]
Optlonal
7147 324
610700

55\B-126P
B1 [/ 106
irm
72/ 183
64/ 163
Skid Steer

Foly
16 GEW

12-30 f 45114

Oiptianal
740/ 336
&1

RMB-126P
81/ 206
32/ 81
727183
64 7 161

3-pt. 1AL 1)

Poly
540
Cptional
780 7 354
610755

SSME-126PW

B1 / 206
28 |
72 /183
647163 |

Skid Steer

Poly / Wire |
16 GPM

55MB-327P
91/ 236
rm
g4 /213
76/ 193

Skid Steer

Poly
16 GPA

|
12-30 f 45-114 | 12-30 / 45-114

Optional |
736/ 334 |
610465

Optional
840/ 381
610971

RMB-326PW  RMB-327P

a1/ 206
Er
727182
64 / 163
3L, (CaL 1)
Poby / Wire
540
Optional
174 1151
410750

9%/ 236
32/ 81
B4/ 212
Th /193

P Car 1)

Poly
540
Optional

840/ 381

10805

55MB-127PW

93 /136
|
84/ 213
76 /193

Skid Steser

Poly / Wine
16 GPM

12-30 / 45114

Optional
B33/ 378
610670

RME-327PW
a3 f 236
32/ 81
847212
76 /193
Jprdcat 1
Poly / Wire
540
Optional
B33/ 378
610800

Angle Adjustments Kits (all models requine either a manual of ydraulic kit

Product Mo, 610702
Product Mo, 610703

Product Mo, 610540

Product Mo, b10G65

Product Mo, b10950

Manual Angle Adjustment Kit for efther skid steess or 3-8, tractor,
I-pt. Hydraulic Angle Adjusiment Kit - includes cylinder & haoses less 1ips.

Shid Seer Hydrnadic Angle Adpstment Kit = inchedes elecric nadiaulic solenodd contol
valve, For skid steer broams used on units with only one set of remates.
Includes oylinder, hoses, valve, & fat-faced couplers, Factory instalbed,

Gauge Wheel Kit {optional)

Recommendéed for front loader brooms. Gauge wheel kit aBows setting the broom
haight b matkch thee job congditions, minimising brush o ground oonlao.

Heciric Solenoid Kit {Optional)
Field instalbed electric hydraulic solenodd valve kit - fits product no. 8610703 hwdraulic anghe kit above.
Electric Wiring Kit {Optional)

Available 10 conmect our ebectic / hydraulic solenold valve into OEM skid sieer aundliary
electic contrals o allow the aperator to use the buflons on the hand controls
o operale the solenoid valve, Conlact the Teclory for the kR thal s your skid sleer,

l WARNING: Read and understand the operators manual before operation. Be sure tractonskid steer
are propery counterbalanced. Damaghe (o equipment or personal infury could ocour,
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Liniversal Front Loader Broom Mount Specifications (shipped less hoses)

ULMB-325P

LLMEB-325PW

UIMB-326F  LULME-1 260

LIME-327P

ULMB-327

Owerall width (in/cm)
Brush Diameter (infcm)
Swecping \Widih (in/cm)
Width @ 30° Angle (in/om}

Mounting Syvstem

Brush Material
Hydraulic Motor Rating
Oll Flow Requirement
{gpm/ipm)

Dirt Deflector

Welkght (Ibs/ke)
Product No.

69/ 175
i2/ 81
60 / 152
53/ 135

Mz, Brt,
Avallahle*

Poly
16 GPM

1230/
45114

Optional
TBA

610605

69 /175
i1/ 8
B0/ 152
53 /135

Mg, Bri.
Avallable*

Poly / Wire
16 GPM

1230/
45114

Optional

TBA
BI0610

81/ 206
i2/a
727183
B4/ 163

Mgl B,
Avallable

Poly
16 G

12300/
45114

Orptional
TBA
HI0615

“Optional interfacing quick arach brackets avallable for most popular modets.

a1/ 206
zfm
724183
64/ 163

M1 B
Avallable

Poly / Wire
16 GPM

1230
45114

Optional
TBA

H10620

93 / 136
32/ 81
B4/ 213
76/ 193

Mgt Br.
Avallahibe*

Foly
16 GPM

1230/
45114

Optional
THA

610625

93/ 236
2im
84213
76/ 193

Mg B,
Avallabic®

Foty / Wire
16 GPM

12-30 7
#5114

Optional
THA
610630

John Deere 400/500 Series Front Loader Mount Broom Specifications (shipped less hoses)
JOME-327P  JDMB-327PW

Cwerall Wideh {in/cm)
Brush Mameter (in/om)
Swieeping Width (infom)
Width @ 30° Angle {Injcm})

Mounting System

Brush Material
Hydraulic Molor Rating
il Flow Requirement
(gpm/ipm)

Dt Deflecton

Wedght (Ihs/kg)
Procuct Mo,

Options

JDMB-325P
69 /175
i
60 / 152
53/135

D 400 / 500
Hook & Fin

Paly
16 GPM

12-30 §
45114

Optional
TBA
610635

JDME-125PW
9/ 175
A |
a0 / 152
537135

1D 400 ¢ 500

Hook. & Pin
Polv / Wire
16 GPM

12307
45-114

Optional
TBA
610640

JDMB-3126F  [DMEB-3 26FW

a1/ 206
n/m
721183
64 f 163

|0 400 / 500
Hook & Fin

Paly
16 GPMW.

12-30f
45-114

Optional
THA
610645

&1/ 206
e
71 /183
64 /163

1D 400 / 500
Hook & Pin

Foly / Wire
16 GPW
12-30 f
45114
Opticnal

TRA
BIDASD

931/ 2%
/|
/203
767193

10 400 ¢ 300
Hook & Pin

Poly
16 GPA
12-30f
45114

Optional

TRA

610655

93 /236
32/81
847213
76 /193

10 40D / 500
Hook & Pin

Paly [ Wire
16 GPW

12-30 ¢
45-114

Optisnal
TBA

610660

Praduct Mo, 0702
Product o, 610703

Product Mo, 510940

Product Mo, BIG6S

Product Mo, 6104950

Angle Adjustments Kits (all models requine either a manual or hydraulic kit)
Manual Angle Adjustment Kit for either skid sleers of 34, racior,
3-pt. Hydraulic Angle Adjustment Kit - includes cylinder & hoses less tips.

Skid Steer Hydraulic Angle Adjussiment Kit - incledes eleciric hydraulic solenoid control
wahve. For skid steer brooms used on unils with only one set of remoles.
Inchades oylinger, hoses, vahe, & Mat-faced couplers., Factony instalied,

Gauge wheel Kit (optional)

Recommended for front loader brooms. Gauge whee! kit allows setting the broom
height o match the job conditions, minimizing brush 1o grownmd conlac.

Electric Solenold Kit (Optional)
Fierld installied ebectis hydraulic solenold viabve kit = lils product no, 8610700 ydaelic angle kit abawe.

Electric Wiring Kit {Optional)

Avallalde 1o conmed our cheatnc 7 vdraulic selenoid vahee inte OEM skid sieer suslary
wlectric conbols o allow the: aperaton 1o e he butions on the hand controb

1o operale the solenoid vabve. Comact the [acony for the ki ihat TS vour lont oader,

' WARNING: Read andd understand the aperators manual before operation. Be sure tracion/skid steer
are propeeily counterbalanced, Damaghe o eguipment or personal injury could ocour,




SmoothCut™ Stump Grinders

Economical and efficient PTO powened stump grinders make stump
remioval fast and easy. Operator easily controls the grinder from the
comfort of the tractor seat. Surefoot™ stabilizer provides secure
footing during operation.

« Two pair of remote hydraulic outlets are required
on the tractor 1o operale the stump grinder.
» Maneuverable - goes anywhere a tractor can; gets into light places.
» 5G-26 designed for ractors 22 -50 PTO HP: SG-36 designed
for tractors 45-100 PTO HP.
* Durable carbide-tipped cutting teeth are economical
and easy to replace.
« Cutting wheel design provides a smoother cutting action
and Increased productivity.
* Easy 1o operate - hydraulic controls allow easy operation
from the seat of the tractor using existing hydraulic controls.
+ Heavy duty bushings w/grease zerks are used at major phol points
for increased reliability and extended service life.
« Standard pressure relief valve for even contred of cutting feed rate.
* Pressure reliel vahve helps reduce hydraulic oil heat buildup keeping
tractor hydraulics cooler,
» Rubber deflector helps control chips and debris during drinding.
* Parking stand for easy storage.

§ ~rf L if
LM GrinoGer sped incathons

5G-26A SG-36A
Hiich Cat. | Cai 1/l
Overall Estimated Length (in/cm) 75710 80/ 230
Drivie System Prolection Slip Cluteh | Sip Clutch
Gearbox Raling / Ratlo 60 HP  1:1.5 100 HP f 1:1.46
Cutling Wheel Construction Welded 2-plece Laminated Steel
Cutting Wheel Thickness {Infem) 34 1m B2
Cutting Wheel Mameter (nfom) 26 [ b | 36791
Cutting Wheel Speed 210 RPM 788 RPM
@ 540 PTO RPM 5,515 I / min. 7,430 f1. / min,
Mumibrer of Teseth 33 42
Cutting Teseth Construction Carbide Steel Bolt-in
Cul Hedgtht Above Ground {infcm) 18/ 46 18 / 46
Cul Depth Bebow Ground linfom} 10/ 25 15/ 318
Maximum Horzontal Cut (in/om) BN 33/84
Swing Arc 45" 45" q’
Mindmum Power [/ Floww Requined 12-FT0 HP 45-FT0 HP m
Maximum Power / Flow S0-PTO HP 100-PTC HP o
Drtveling PTO) / 501105 5 PFTO) / Series & o
FTO Speedd 540 EPM 540 EPM
welght (ibs kg o60 /299 BBO /399 '=
Product No, 220 w1220 U

! WARNING: Bead and wnderstand the operators manwal before operation. Stump grinders will pul a beavy load on the rear of
wour tractor. Be sure your lracior s propesdhy counterbalanced. Damaghe (o equipment or personal injury could ocour, Meser

allowy children of bystanders anound tractor or stemg grindes whibe operating.

See the Stump Grinder In action on YouTube!
bt Moy yooutulse com,waalchfv=j 1 FDswn? o)

Surefoot™ stabilizer
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Snow Blades

Designed for skid steers and tractor front loaders, heavy duty
snow blades remove snow easily from driveways, parking
lots or other large areas. Available in 5, 6, 7' and 9 foot
widths, 7% and 9° blades feature 5 degree lateral oscillation
allowing these wider blades 1o easily follow the ground
contour. SBS models utilize the “Universal” skid steer
mounting system. SBFL models offer interfacing brackets

for most tractor front loaders. SBC models easily install

on compact tractors by clamping onto the bucket for

fast snow removal,

« Ideal for residential or commerdial snow removal,
+ Twi trip springs for controlled break over in snow.
» Blade floats to clean uneven surfaces,
+ Reinforced 217 or 27° high 10-gauge moldboards
provide long service life.
* 3/87 x 6° reversible cutting edge of 1044 steel.
« Optional Ultra-Rubber culling edge is available for all sizes.
= Step-through design allows for easy access 1o
skid steer seat,
* Quick hook up on skid steers or front loaders equipped
with “Universal™ mounting plate.
* Select models iIntegrate efther the Euro/Global o
John Deere 400/500 series mounting for easier hook up.
» Two bucket clamp-on models are offered for
compact tractors.
+ SBFL models can be palred with optional brackets
for most ractor loaders.
« Blade angles right or lefl.

* Adjustable skid shoes of AR-400 steel are 2" thick and
rotate for long life.

Adjustable skid
shoes are standard

You Tube

See the Snow Blade in action on YouTube!
{hrips:/ s youtube comwatcthiv=p] SoWGWTYad)




=
HETIES SNow B I | and 3 1 ns
OF SEI0 STeer and 5 W Loader B3 ’, M %
SEFL-27108A SBS-27108A SBG-2T108A SE|D-27108A SBFL-2790A  SES-27TG0A SEG-2790A  SB|D-2700A m
ﬁ;ﬁr:;mmh B/274 | 1087274 | 1087274 | w8274 | o2 90/ 229 o0/ 229 | o0/ 229 , -
i Hel ' : ' C
e L rres | e | wie | wye | wie | 20 | /e | 21769 s
Moldboard _ ] ] = =
Thickness THgauge | 10gauge | T0-gauge | 10-gauge | T0gauge | 10-gauge | T0gauge | 10-gauge
Cutting Edge | | -u
*;I“;*x“;’ /gsps | Sandard | Sandard | Sandard | Standard | Siandard | Sandard | Slandad | Standard -
X 1524 | | E
5% Lateral
Oscillation Standard standand Standard S1anddard Stamcland Standand Stancland Stancand —
%“mf'fp'::r'és 7 2 ) ) 2 2 2 ? .
Manual o
Angle Positions N/A /A /A WA 3 5 > 5 >-
Width ' '
 Full Angle 9/244 | 96/244 | 96/244 | 9/244 | BO/203 | B0/203 | 80/203 | B0/203 S
Tractor Loader “Brackets “Brackets ! )
Mount Req. MIA :Euru.-'blubai 400 / 500 JO Req. M :I.IJIDHJIIJhd] (40 5060 JD q
Skid Steer | | -
Mount MIA Liniversal MA MA MIA Universal . MSA MIA o
ﬁghﬁ Slandard Slandard Slandard Standard Standard Standard Standard Standard Ill-
::,:“mq : 50-95 HP 5095 HP 5095 HP 50-85 HP A0-80 HF 4040 HP 40-80 HP | J0-80 HP
Welght =
(Ibs/kg) 7487330 | 7357333 | m7s32s | 765347 | 6607200 | 646203 | 6307286 | 675/ 306
Hydraulic | | |
Angle Kit Standard Standard Standard Standand Options Optiona Oplions Optional
Eg‘:‘ﬂ Standard | Slandard | Slandard | Standard | Optional | Optional | Optional | Optional
g‘_ln:mar:'m 360230 360230 360230 360230 360227 360227 360227 360227
DL et | asoms 360235 | 360235 | 360235 | 360235 360235 360235 | 360235
U{_up::r:;:_:!eu::ﬁ 158059 358059 158059 158059 358058 358058 358058 358058
Prosdusct Mo, 360075 J0070 Jo0oys 360275 TolMDES Jb0E0 I S0 Jb02T0

“Optianal interfacing guick attach brackets availlable for most popalar modeds,

' WARNING: Read and understand the operalor's manual before operation. Be sure tractor/skid steer
are properdy counterbalanced, Damage (o equipment of personal infury could ocour,

Choose




21-5eries Snow Blade 5 and & Spedlications

SE|D-2172

SBFL-2160

5851160

SE|D-2160

12/183
21133

1-gauge

Standard

6d /157
200/ 400 0
M
Standard
<45 HP
373/ 169
Optional

Optional

IB022%
360235

158056

For 3kid Steer and Tractors wy Loader 25 -45 HP, Max,
Clamp-on Models for Traclors up 1o 35 HP, Max,
SBFL-2172  SBS 2172 SBC-2172

m::l'mmn 72183 72 /183 7217183

Onverall Hetght

{Infem) 21 /53 21 /53 21/53

Mobdboand

Thickness l0gauge | 10-gauge | 1d-gauge

Cutting Fdge

{Infcm)

38x6/055 | SAMAM | Sandard | Sandard

x 1524

Extension

Trip Springs ! 2 ]

Manual

Angle Positions > 5 5

Witdth

@ Full Angle 62 7 157 62 /157 62 f 157

Tractor Loader "Brackels

Mount Req. NA Clamp-On

Skid Slee

Mount : A Universal NFA

;f,d shoes Standard Saandard Standard

::Irmﬁtﬁl’ﬂwr <45 HP <45 HP <35 HP

{lhs/kg) 360/ 163 353/ 160 335/ 152
I

ﬂg:":; Optienal | Optional Opticnal

Ref. Valve Optional | Optional | Optional

Opuonal TP | seozzy | seon3 | 3s0223

:?H:Ic.a.lur o 360235 360235 360235

(i | Bubber

c.i"fﬂ”rﬁame p | 338050 358056 158056

Product Mo 360160 360130 360290

“Optional interfacing quick attach brackets avallable for most popular models.

I- WARMNING: Read and understand the operators manuwal before operation. Be sure tractorfskid steer
are propetly counterbalanced. Damage o equipmient or personal injury could ocour.

60225

B0 /152

/53

5

2/

“Brackets
Req.

A

Standard

<43 HP

335 /152

Optional

Optional

380220

360235

158054
360140

B0/ 152

21/353

10-gauge

Standard

5

s

NfA

Universal

Standard

<45 HP

3250047

Optional

Optional

360220

360235

Fa054
360100

BO /152
21433

I0-gauge

Slandard

5
/132
Clamp-On
MSA

Standard

<33 HP
306 / 138
Optional

Optional

360220
160235

158054
J60ze0

&0/ 152

21/53

5
52/132
200 / 400 JD
N/A
Standard
<45 HF
345/ 156
Optional
Optional
360223
360235

358054
360250




Mini Skid Steer Show Blades

Designed Tor Mini Skid Steers / Compact Tool Carriers, this 507
snow blade Is ideal for clearing sidewalks, eliminating hand
shoveling. Incorporating many of the fealures of our larger
snow blades, this bade consistently delivers the performance
yvou demand.

= Two trip springs for controlled breakover In snow

= /8" x 6° reversible cutling edge

+ Standard Skid Shoes of abrasive resistance steel

Mini Skid Steer Snow Blade Spediflications
SEMS-50 SBEMS-50 B/ G

Crverall Width (in/cmi 50 /127 | 50/ 1270
Owverall Hedght (in/cm) 2 /5334 21 /53.34
Moldboard Thickness 1i-gauge | Ti-gauge
Culting Edge (in/cm) IBKH /09525 %1524 | 3/Bxb6/09525x15.M
Moumt Universal Mini Skid Bobcat MT / Gehl®
Welght (b ka) 280§ 127 _ 280 /127
Product Mo, 00245 I60260

* mnge: Also for Bobcal 570 & Gehl 1640 small cah hpe wnits,

Hydraulic
Concrete Mixers

Worksaver's Skid Steer Mixer, model
55-590 has direct hydraulic drive of the
gearbox which eliminates chain and
sprocket maintenance resulting in
more up-time on the jobsite. Large
11-cubic f. drum allows the operator
1o mix, transport and place 5-cubic fi.
of concrete. s efficient design offers
the contractor a cost savings over
chain driven models.

= All welded steel drum construction
with Internal paddies for unifom
mixing and clean dumping.

+ Compad, trouble free, long life
design with few moving parts.

= Direct hydraulic drive of the gearbox
eliminates chain & sprocket
malntenance.

* Flow control valve allows easy
control of mixer speed.

= All welded frame with store
onboard parking stands for easy

storage of the mixer when not in use.

Concrete Mixer Specitications

55590
capacity Five (5) w1 Bag Mix
Drum Opening (infcm) misn
Overall Drum Length dnfom) izj 8l
Drum Constnuction Wwelded Steel
Drive Sysiem oo b
Hydraulic Requirements Minimum & GPM
Hitch Reguirements MfA
Ditvie Ratio 3.18:1
Flow Control Valve Slandard
Connect Under Pressure Couplers Standard
Parking Stands Standard
Shipping Welpht (Ibsko) 395 / 180
Product Mo, JBOMS0

WARMNING: Read and understand the operator's mamual before
I aperation. Be sure tractonfskid steer ane properly counterbalamded.
Damage 1o equipmenl o personal injury could aoour.
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Snow Pushers 36-Series

l6-Series snow Pusher

jg-5eries snow Pusher
wy Optional Pull-Back Kit

Sep the 36-Senes Snow Pusher in aciion on YouTube!
ChEps:/ wwww youlubie, Com Swalchv=oF 2590 140

Engineered for Skid Steer loaders and Utility tractors from
50:90 hp. (depending on model) these 36-Series Snow
Pushers consistently deliver the high performance 1oday’s
operators demand. All models feature an adjustable

& reversible 1.5% x 8° Ultra-Rubber cutting edgde, 4-inch
wide reversible skid shoes of AR-400 steel and 7-gauge
moldboard.

* Two (2) 4inch Iindustrial *C* channels
provide solid support.

» Pusher side plates are 36" high (without skid shoe)
and 36° deep.

+ Ultra-Rubber cutting edge of SBR (Styrene Butadiens
Rubber) with a durometer of 65 and a 25004 tensile
strengdth provides high performance and durability.,

= Models for Skid Steer Loaders.

 Models for john Deere 4007500 (J0 hook & pin)
quick change attachment camier.

= Models for Global / Euro tool carrier.

* Blank Back models 1o accept weld-on mounting brackets.

= Clamp-on bucket mount models.

Clamp-on Bucket Mount 36-Series Snow Pusher
w/Optional Pull-Back Kit




1-5%eries Snow Pusher Specifications for Skid Steer and Tractor 1 oaders H

SPS-1696R  SPJD-J696R  SPG-IAOBR  SPS-I6120R  SPJO-36120R  SPG-36120R 5
:f;ﬁﬁ:'l Width 1045/ 265 | 10457265 | 1045/ 265 12857326 | 12857326 | 1285328 E
Overall Helght 7.37 737 237795 | 3737798 937095 | 373779
oront 37.37 /95 3737795 37.37 1 | 3737/ 3774 | 3737 ¢ Q
:f‘nfﬂ Depth 37.75 /96 37.75 /96 1775/ 9 179.75 /9 37.75 / 96 17.75 [ 96 g
Moldboard ' :
Thickness IQauge T-gauge igauge | Fgauge eauge | 7gauge -
Endplate 1)
Thickness (infem) | 5/16 /0795 | S/16/0795 | 5/16/0795 | S/16/0795 | S5/16/0795 | 5/16/0.795 E
Reinforced Yos Yes Yes Yes Yes . Yes
Endplates _c
REubber ’
Cutling Edge Yes Yes Yes Yes Yes Yoy :
Adjustable/ m
Reversible . sid. sid, sid. s, 51, oy
Skid Shoes
me“ﬂ 5090 HP 50-30 HP 50-90 HP 504125 HP S0-125 HP 504125 HP 75"
Weelght (Ibs./ke) 815/ 370 780/ 354 810/367 | 905/ 408 870305 | 000/ 408 o
Mounting Kl Steer |D 400,500 | Furo/Global Skid Steer JD400/500 | Eurn/Global >_
Product No. 358060 358070 358080 | 358000 358100 | 358110
Optional =
T 158120 158120 158120 158125 358135 3158125 E

ib-5eres Snow Pusher Specificalions for Skid Steer and Tractor Loaders -
SPC-3696R SPC-16120R SPE-1606R SPB-36120R LE
Cwverall width
{irvem) 104.5 / 265 128.5 / 326 104.5 f 265 1285/ 320
Overall Helght 737 /9 I 7.37 1737 73779
{infcm} 37.37 /95 : 3737 /95 37 /95 37.37 95
Overall Depth 37.75 / 96 37.75 /96 37.75 / 96 37.75 / 96
finsem)
Maoldbaard |
i 7-gauge . 7-gauge 7-gauge 7-pauge
Endplate
Thickness (in/em) 5/16 / 0.795 516 / 0.795 5/16 / 0,795 516 / 0.795
Reinforced |
i . ; Yios

Endplales = ; tes e i
Rubber
Cuming Fige L i Lo =
Adjusiable
Reversible sid, sid., s1d. Sid.
skidl Shoes | Q
L';'I:';F"J“"’ 50-90 HP 50-125 HP 50-00 HP 50-125 HP ':g
Welght (Ibs k. ) B45 / 383 j 935 / 424 775 1 351 65 / 392 o
Matenting Bucket / Chain-on Bucket / Chain-on g1 Br. Avallable® Mot Brr. Avallable* :
Product No. 358110 f 358150 158130 358135
Optional . o
LA 156120 358125 358120 358125

*Optional weld-on Quick Atach Brackets avallable for most popLilar laaders,
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Snow Pushers 24-Series

Engineered to fit compact ractors equipped with a loader. The 24-5eries Snow Pusher
15 Job matched 1o the tractor for maximum performance.
= Replaceable 17 x 67 reversible Ultra-Rubber cutting edge I5 standard on "R* models
* Replaceable 3/8% x 6% reversible steel culling edde is standard on “M™ models
= Models to fit loaders with “Universal” skid steer attaching system.

= Models 1o fit john Deere 20073007400 serles loaders with quick attach system.
« All models feature adjustable & reversible skid shoes of AR-400 steel.

90.5 / 230
2506 / 65
26/ 6b
10-gauge
Vi 0635
Yes
Vs
Mo

Sid.

30-50 HP
3,500 1bs. Max.
465 / 211
358020
338115

SPID-2484R

90.5 / 230
256 / 65
26 [ &b
1-auge
Y/ 0635
Yies
N
Yes

Sid.

3050 HP
3,500 Ihs. Max.
445 / 220
358025
358115

SPID-24B4M

24-5eries snow Pusher Specificalions For Tractors up 10 50 HP, Max
“Universal™ Skid Steer Altach
SP5-2460R SP5-2460M SP5-21472R 5P5-2472M
Overall Width {infcmb 66.5 / 169 66.5 / 169 7B.5 / 199.4 7851994
Overall Hewght (infom) 25.6 / 65 256/ 65 256/ 65 256/ 65
Overall Depth dingom) 26 f b P I f bh b/ b
Moldboard Thickness 10-gauge 10-gauge 10-gauge T0-gauge
Lnd Pate Thickness (In/cmb Y £ 0.635 Ya f 0635 Vi [ 0635 Ve [ 0.635
Reinforced Endplates Yes Yes Yes Yes
RuBsher Cutting Foge Yeg Mok Yes N
Steel Cutting Edge o Yies o Yes
;E‘l:n mﬂmﬂc Std. Sidl. Sid. Stel.
Horsepower Rating 20-30 HP 20-30 HP 2540 HP 2540 HP
Operating Welght of Power Unit | 3,500 Ibs. Max. | 3.500 Ibs. Max. | 3,500 [bs. Max. | 3,500 Ibs. Max.
Welght (fbs/kg) 380 4 177 410/ 186 430/ 195 450 4 204
Product No. I5E000 158003 58010 158015
Optional Pull-Back Kit 356095 358095 58105 158105
24-5¢ries Snow Pusher Specifications For john Deere Traclors up 1o 50 HP, Max.
John Deere Hook & Pin Quick Attach for 2007300400, D120, D160, D170, H120, H130, H160, H165. H180
SPID-2460R  SPID-2460M SPID-2472R  SPID-247IM
Overall Width {in/om) 66,5 /169 66,5 / 169 TEIS1994 | 7R/ 1994
Overall Helght fin/om) 256/ 65 25.6 /65 25.6/ 65 256 7 65
Overall Depth {in/cm) 26/ bb 26 { b 26/ bb 26 [ b6
Moldboard Thickness 10-gauge 10-gauge 10-gauge 10-gauge
End Flate Thickness (in/om) 1/ 0635 Ya f 0635 Y /0B35S Y/ 0635
Reinforced Endplates Yes Yies Yes Yies
Rubber Cuming Foge Yios MO Yos O
Sleel Cutling Edde Mo Yes ] Yes
e Vo 1. s1d. . 1.
Harsepower Rating 2030 HEP 20-30 HP 2540 HP 2540 HP
Operating Welghl of Power Unit | 3,500 Ibs. Max. | 3,500 ibs. sax. | 3,500 fbs. Max. | 3,500 Ibs. Max.
Wetght (1bskg) e 399 /181 415 /188 435 /97
Product Mo, 158030 358035 158040 358045
Optional PullBack Kin 158095 358095 158105 158105

I WARNING: Read and understand the operator's manual belore operation. Be sure tracton/skid steer
are propety coumerbalanced. Damage 10 equipment of personal Injury could oo,

90.5 / 230
25.6 [ b5
16 [ b
10-gauge
T/ 063G
Yes
Yes
My

Std.

3050 HP
3,500 Ibs, Max,
450/ 204
158050
158115

90.5 / 230
5.6/ 65
6 [ bb
10-gauge
Y f B35
Yes
No
Yes

s,

3050 HP
3,500 Ibs. Max.
470/ 13
158055
158115




Snow Pushers 20-Series

Performance matched to fit Sub-Compact ractors, the 20-5eries Snow Pushers
are sized 1o the tractor for maximum performance. Models are available with
the “universal™ skid steer attach method, which 1s used on most sub-compact
loaders today. Also available are models to fit john Deere 200,/300/D1 20/

H120,/H130 with hook & pin quick attach.
+ Models designed for Sub-Compact tractors up to 32 HP.
+ End plates with gentle slope design,

= Adjustable skid shoes of AR-400 material,
= Availlable In widths of 4" or 5° with either an ultratrubber edge or alloy steel cutting edge.

» CNC formed 11-gauge moldboard with formed 10-gauge back brace for strength and durability.
« Optional Pull-Back kit available for all models,

20Seres Snowy Pusher Specificalions

“Universal® Skid Steer Attach

Overall Width {infcm)

Onverall Hetght {In/cm)

Overall Depth (infom)

Moldboard Thickness

End Plate Thickness

Inside Angle Bracing

Rubber Cutting Edge

Alboy Stesel Cutting Edge

Skid Shoes of AR-400

Horsepower Rating

OCrperating Wedght of Power Unit
Welght (1hs/kg)

Product Mo,

Crptional Rubber Edped PullBack kit
Optional Metal Fdged Pull-Back Kit
Opiional Poly Skid Shoes

YOFSeries snow Pusher Speciflications For }
r 200300, D120, H120, H130

" L i1 i L & § =
OGN LDefre Mook & Fin QUIcK Attacn

Overall Width (in/fcm)

Overall Helght (In/omb

Onverall Depth (infem)

Moddboard Thickness

Fred Plate Thickness

Inside Angle Bracing

Rubber Cutting Fdge

Alloy Steel Cunting Edge

Skid Shoes of AR-40

Huorsepower Rating

Operating vWelght of Power Unit
Welght (Ibs/ke)

Produdct Mo,

Optional Rubber Edged Pull-ack Kit
Optional Metal Fdged PulkBack Kin
Optional Poly Skid Shoes

For Sub-( Qmpact Ir

SPS-I04BR
527132
1.5/ 55
21753
T1-gauge
T-pauge

Yes
Yes (17 x 4%}
No
Yes
LUp o 32 HP
1,800 Ibs. Max.
146 / b6
J58160
158200
358230
158240

SP|D-1048R
52/132
21.5 /55
21 /53
11-gauge
T-Raune
Yes
Yes (17 x 47)
1]
Yes
Lp 10 32 HP
1800 Ibs, Max,
131759
58180
358200
358230
358240

SPS-2048M
52 /132
21.5 /55
11153
11-gauge
7-pauge

Yes
(]

¥es (3/8° x 47)
Yes

Up o 32 HP

1,800 Ibs. Max,

163/ 74
338165
358200
358230

358240

» Sub-Compact Tra

SP{D-2048M
52/132
21.5 f 55
21153
11-gauge
I-gauge

Yes
N
Yes (3/87 % 47)
e
Up to 32 HP

1,800 |bs. Max.
148 [ 67
158185
158200
358230
358240

W

SPS-2060R
64 /163
21.5/ 55
21153
T1-gauge
T-paupe

Yes
Yes (17 x 4%)
Mo
Yes
Lip o 32 HP
1,800 Bbs. Max
159 f 72
J58170
358205
358235
158240

SP|D-2060R
64 /163
21.5/55
21 /53
1-gauge
T-aupe

Yes
Yes (17 x 4°)
1]
Yes
Up to 32 HP
1,800 Ibs, Max,
145 / bf
158190
358205
358235
358240

I WARNING: Bead and understand the operators manual belose operation. Be sure tracton/skid sbeer
are propefy counterbalanced. Damage 1o Squipment of personal injury coubd soour.

SPS-2060M
64 / 163
215/ 55

21153
1-gauge
I-Qauge
Yes
0]
Yes (3/8% x 47)
Yes
Up 1o 32 HP
1,800 Ibs, Max,
180 / B2
158175
158205
3158235
358240

SPJD-2060M
64/ 163
1.5/ 55
21/53
11-gauge
T-gauge

Yes
W]
Yes (3/87 x 4%)
e
Up o 32 HP

1,800 |bs. Max.
166 / 75
J58195
358205
158235
358240

.’
-
D
=
D
O)
U
-
(U
=
©
-
1]
-
-
-
Q
-
<
e
O
LL

Choose




14

Power Landscape Rakes

Power Landscape Rakes are the ideal tool for the landscape contractor,
large property owner, rental yard, park & recreation department or turf
management professional. They do it all, prep, smooth, set grade, level,
till, remove rocks and create the perfect seedbed.

= Quick-flip side shields are self-storing on
the unit allowing ease of windrowing rocks
or debris

* Durable triple sealed bearings with bearing
protectors for long service life

« Time saving replaceable rotor bearing
assemblies

= Cholce of rotors - 2" Sabre Tooth or 1-3/4"
Carbide Tooth

= Auto adjust chain tensioner is standard on
all models

Carbide Rolor




05-Series Powered Landscape Rakes

Designed for use on Mini / Compact Skid Sleers, the hydraulically driven 05-Series
offers economy and performance. Standard equipment includes a #60 chain drive,
fip-up side shields and single center mounied gauge wheel - all supported by a
37 % 37 w3167 albwelded frame. As with all models, these Power Rakes feature an
operator friendly chain case, reducing malnienance cosis,

Model PX5-305 PXS-405 FXS-3055T FNS-4055T
Mount Type MInI-SS | MiniSS | Minkss MINI-SS
Main Frame {In) Ix3x 36 Ix3x36 Ix3x 316 Ix3Ix3
Overall Width (in/em) 42107 | 56/142 | 42/107 56/142
Waorking Width (in/cm} 36/91 481122 36/ 48/122
working Depth {in/em) 0-3.0/0-4 | 0-1.0/0.8 | 0-3.0/0.8 0-3.0/0.8
Max. Angle ¢ LR 0" IR 07 LR 207 LR
Hydraulic Angle WA | MfA | MiA M/A
Drive Svsiem Hydraulic Hydraulic Hvdrawlic Hydraulic
Rolor Drive a60 Roller Chain | @60 Roller Chain | #60 Roller Chain m60 Roller Chain
Chain Tensioner Standard Standard Standard Standand
Rolor Tooth Carbide | Carbide | 2° Sabwe 2* sabre
Gauge Wheel sangle singje singie sngle
Hip-up Side Shields Standard | Standand | Standard Standard
Material Control Bar 2-position 2-position 2-prasition 2-position
Welght (lbs/kg) 4457200 | 4817218 | 447/203 443/219
Product No. 360500 360505 360510 360520

10-Series Powered Landscape Rakes

Elevating productivity, the 10-Seres Power Rakes for Mini / Compact Skid
Steers features a #80 chain drive, Mip-up side shields, dual gauge wheels,
adjustable material bar and optional hvdraulic angle.

As with all Power Rakes, bearing protectors and operator friendly

chain case are standard eguipment
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SPECIFICATIONS =10 Serles for Minl skid Steers w/Universal Mount = * Mounis for Bobcal MT & Ge

Model FxE-410 FXS-510 PXS610 PRS-AI05T PAS-S105T PRS-GI0ST
Mount Type Minkss MinkSsS | MinkSs Mini-5s MInSs | Miniss
Ataln Frame (in) Ex 1% 36 Ixixing IxIxineg Ix3ix i/ Ix3xi/1h IxIx 316
Overall Width (injcm) 56/142 68173 | BO/203 56142 68171 | B0j203
working Width (in/cm) 48/122 60,152 727183 48122 #0/152 724181
working Depth (in/em) 0-3.0/0-8 03.0/08 | 030/08 0-3.0/0-8 030/08 | 03008
Max. Angle 20° LR 20° /R 10° /R 0° LiR 0° LR 10" LR
Hydraulic Angle Optional Optional | Optional Optional Optional | Optional
Drive Syslem Hydraulic Hydraulic Hydrawlic Hydraulic Hydraulic Hydraulic
Pt Ditve #80 Roller w80 Roller I 0 Roller #ED Roller w0 Roller ‘ &0 Roller
Chain Chain Chain Chain Chain Chain
Chain Tensioner Standard Standand Standard Standard Standard Standard
Rolor Tooth Cartiide Carbide | Carbide 2" sabre sabre | Carbide
Gauge Wheel Dol Dual Dual Dual Dual Dual
Hip-up Side shields standard standard | Standard Standard Standard | Standard
Material Comtrol Bar Adjustable Adjustable Adjustable Adjustable Addjustabibe Adjustable
Weight (lbs/kg) 524/238 560/254 | 596/270 526/230 562/255 | 508/271
Product No. I60600 360605 I60610 360615 160620 360625

WARNING: Read and undersiand the operator's manual before operation. Be sure power unit s properly
counterbalanced. Damage 1o equipment or personal injury could ocour,
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20-Series Powered Landscape Rakes

Responsive and reliable, the 20-5eries is designed for skid Steers up 1o 65 HP,
Features a #80 chain drive, dual fipup gauge wheels, flipup side shields and
an allbwelded frame constructed of 3% x 47 x 1/47 tubing.

Also standard are reliable gauge wheels (16 x 6.50-8) mounted 1o 4-boll hubs

and a "Flex & Float” System offering the operator Mexibility to choose

maximum down pressure or float position for site prep.

SPECIFICATIONS - 20-5eries for Skid Steers under 65 HP

Sodel

Moum Type

Maln Frame (in)
Cverall Widdth (in/cmy)
Working Width (in/om)
Warking Depth (indom)
Man Angdle

Hydraulic Angle

Detve Syslem

Rotor Drive

Chaln Tensioner

Rertor Toolh

Gauge Wheel

Flipup Hhe Shields
Material Control Bar
Welght (s kgh
Product Mo,

P55-620
Skid Sieer
Indxlfd

B0/ 203

J1/18%
0-3.0/0-8

0° LR
Optional
Hydiraulic

#80 Roller Chain
Standand
Cartyiche
Dual
Standard
Adjustable

H30/ 576
360850

b5-Series Powered Landscape Rakes

Consistently delivering high performance, the 65-5eries is designed for Skid Steers over 65 HP. It's rugged
4" x 4" x 1/4" frame supports dual flip-up gauge wheels (18.5 x B.50-8) on 5-bolt hubs, Aip-up side shields,
adjustable material bar and operator friendly chain case. A double #80 chain transfers the power
to the rotor while chain tensioners of UMHW material provides the correct tension.

SPECIFICATIONS ~ 65-5eries for Skid Steers over 65 HP

Model PSHD-665
Mount Type Skid Steer
Main Frame {in) Axdx1/4
Crverall Wikdth {infem) 80203
Working Width (infom) 71183
Working Depth (infam) | 0-3.0/08
M. Andgle 0* LR
Hydraulic Angle Optional
Drve Syslem Hydraulie
HED Doulyle
Chain Tensioner Standard
Redor Tooth Carbide
Gauge Wheel Dual
Fip-up Side Shields Stanwdard
Material Control bar Adjustatie
Waelght (bl 1060/481
Product Mo, 360570

PSHD-T65
Skid Sieer
dxdx1/4

a2/234

847214
0-3.0/0-8
20" LiR

Oplional

Hytraulic
VED Double

Roller Chain
Standand
Carbide

[l

Standard
Addjustable

105/500

J60575

35720
Skid Steer
Ixdx /4

Optional
Hydraulic
#80 Roller Chain
Standard
Carbide
Dual
Standard
Adjustabde
866,193
360855

PSHO-BGS
Skid Steer
dxdx1/4
1M/ 264
iy 244
0-3.0/0-8
0" LR
Oplional
Hytraulic
80 Double
Roller Chaln
Standard
Cartide
[ual
Standard
Addjustable
1145,/51%
360580

P35-6205T
Skid Seer
Ixdxid
&0y 03
72/183
0-3.0y/0-8
07 LR
Cplional
Hydraulic
#80 Roller Chain
Standand
1" Sabre
Dual
Standard
Addjuslable
B32/377
360860

P57 2057
Skid Sieer
Indxlid
921234
B4/214
0-3.0/0-8
20° LR
Optional
Hydraulic
#E0 Roller Chain
Standard
2" Sabre
Dual
Standard
Addjustable
BOE/ 394
160865

FSHD-6655T PSHD-TH55T FSHD-8655T
Skid Steer Skid Sieer Skid Steer
dxdx1/4 dxd x4 dxdx /4

a0y 203 92/234 104,264
727183 B4 6y 244
0-3.0/0-8 0-3.0/0-8 0-3.0/0-8
20° L/R 20" /R 20° L/R
Oplional Oplional Oplional
Hydraulic Hytlraulic Hydraulic

HED Double A0 Double 480 Double

Roller Chain Rofler Chain Roller Chain
Standard Standand Standard

2" Sabre 1" Sabre 17 Sabre
rual rual [ual
Standard Standand Standard

Aufjurstable Ardjurslable Addustable

1062482 1107/502 1147/520
360585 360590 360575

l WARMING: Read and understand the operator’s maneal before operation. Be sure power unit is propery
counterbalanced. Damaghe 1o equipment or personal injury could otour,




25-5eries Powered Landscape Rakes

Get more done with a compact tractor when using one of our 25-5¢eries
Power Rakes designed for tractors of 24-40 HP. Standard equipment
includes a #80 drive chain for dependable power transfer, PTO with slip
clutch, dual flip-up gauge wheels, flip-up side shields for easy storage
on the machine and adjustable material bar for controlling processed
material fiow.

SPECIFICATIONS = 25-5eries for Tractors 24-40 HP

Maodel PIC-525 PTC-H2% PFIC-725 PTC-5255T PTG 2551 PTC-7 2551
Mount Type Ipicat | ipical | 3mcal | 3mcanl | 3mcatd 3pucan. |
Main Framd (in) ER RN INIXI6 | IN3IxNI6 | ININING IxINIG Ix3INI6
Overall Width (infem) 687173 BO/203 | mn Y .1 | BOs203 92/234
'i'-'::rk.lnﬂ Width {infcm) 152 TX183 3424 Bl 152 J2MH3 #4214
Working Depth (injem) | 0-3.0/08 030/08 | 030/08 | 03008 | 03.0/08 | 03008
Max, Angle 20° L/R 20° UK | 20 UR 0° LR 0°WR | 20°uR
Hydraulic Angle Opional | Optisnal | Optional . Optional |  Opuenal | Optional
Drive Svslem PIc FICY PTCY FT0) | PICY FTCY
WED Rodles | WD Roller | W0 Boller | R0 Roller WBO Roller | B0 Roller
Rolor Drive Chan | Chain | Chain . chain chain | Chain
Chain Teasioner Standard Standard | Standard Standard Standand Standarnd
Rotor Tooth Carbide |  Cabide | Carbide | 2"Sabre | 2"Sabre | 27 Sabee
Gauge Wheel Dual | Dual Duad | DCraal | Drual Dusal
Flip-up Side Shields Standard Slandard | Standard Sandard | Standard | Standard
Malerial Conlral Bar Acljuslable Adjustable Adjustable Adjustable Adjustable Adjustable
Wielght (1bs/kg) 7a5/343 | 7enyise | BRSO | 75343 | 92350 B27/375
Produc Mo, J60800 J60805 in0e10 360815 360820 160825

40-Series Powered Landscape Rakes

Providing ingenious solutions for your site prep needs, the 40-5eries 3-pt
mounted Power Rakes are matched to tractors of 35-75 HP. Standard
features Include PTO with slip clutch for sure power transfer, double 880
chain drive for long service life, rugged 47 x 4° x 1/4" frame, dual Rip-up
gauge wheel on 5-bolt hubs and heavy-duty adjustable materlal bar to
control processed material Aow.

SPECIFICATIONS = 40-5eries lor Tractors 3575 HP

Model PTHD-640 FTHD-740 FTHD-840 FTHD-6405T | PTHD-TA05T PTHD-B405T
Meowant Typee - 3-pt Cat Il Ipt Cat ll IptCat ll Iprcat il | plCathl plcatil
Main Framae dxd4x1/4 Ax4x1/4 4x4x1/4 4x4x1/4 4x4x1/4 4x4x1j4
Owverall Width (infcm) | B0y 203 92234 104/ 26 BO/203 | 927134 104/ 26
Winrking Width {infcm) 127183 84/214 06/ 144 72/183 B4/214 96/144
Working Depth (in/cmi 0-3.0/0-8 0-3.0/0-8 0-3.0/0-8 0-3.0/0-8 | 0-3.0/0-8 0-3.000-8
Max. Angle 20° LR 20" LR 0t LR 20" LR n® LR 0" LR
Hydraulic Angle Optional Optional Opticnal Optignal , Optianal Optignal
Drive System [ [s] PIEy PTG PTO PTO PO
BiAcs Dhtoe 80 Double #E0 Double #E0 Double #E0 [owhle | #80 Double #E0 Dowhle
Roller Chaln Roller Chain Roller Chain Rolker Chaln Roller Chain Ruolber Chain
Chain Tensioner Standard Standard Standard Standard Standard Standard
Rator Tooth | Carbide Carhide Carhide rsabre | 2" sabie 2" Sahie
Gauge Wheel Drual Doweal Dhueal Dhusal Doual Dowpal
Hig-up Side: Shields Standard Slandard Standard Standard | Standard Slandard
Material Control Bar Al ustable Adjustable Adjustable Adjustable Adjustable Adjustable
Welght {lbs/kg) 1065483 1160/526 1255/569 1068484 | 1162/527 1253/570
Product Mo JG0ETD I60475 60880 I60885 360890 360895

l WARMNING: Read and understand the operator's manual before operation. Be sure power unit s properly

countierbalanced. Damage 1o cquipment of personal injury could ooour.
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Power Rake Features

Hlip-up Gauge Wheels (heighl adjustable) -Allows
accurate control of working depth, keeping machine
level for smoother surface finish. Operator can easily
move the gauge wheels into the up position for transport
on a traller, reducing the space needed.

Flip-up Side Shields - Operator can easily move the
shield out of the way for work where shields are not
required. Shields are always with the machine, reducing
the chance of misplacement,

Rotor Choice - Avallable with a carbide agsiressor tooth
(1-3/47) or 2" Sabre tooth (heal treated alloy material).
sabre tooth offers excellent reliability and performance
for general use. Aggressor tooth offers more aggressive
tilling action.

Chain Case - Operator friendly chain case reduces main-
tenance as there is no relained oll 1o contend with. Chain
only requires lubrication just prior to use and is metered
slowly onto the chain from the small reservolr located on
the top of the chain case.

Heavy-Duty Chain - Chain is #60, #80 or double #80
depending on model. Chain size is matched to the
machine for maximum power transfer and long life.
Tension Is provided by serviceable chain tensioners of
LMHW material for longer wear and reliability.

Adjustable Material Bar - Standard on all models

for controlling processed material flow. Allows the
operator 1o adjust to soll conditions Increasing versatility
of the unit.

Triple Seal Rotor Bearings with Replaceable Housing -
Bearing housing of ductile material is replaceable,
extending the life of the machine. Triple seal bearing
keeps dirt out, providing mare uptime.

Bearing Protectors - Standard on both sides of bearing
on non-drive-end, or on rotor side of bearing on drive-
end. Protects bearings from wrapping with material, thus
increasing the service life of the bearings.

Lifting Point - Bullt4n Ifting hook is standard on all
machines for easier loading / unloading of machine.

Flex & Float System - Skid Steer units feature a

“Flex & Float” mount. Allows the operator the flexibilty
1o choose maximum down pressure for preliminary
site prep, then switch to float position for final site
preparation.




Versatile 3-pt. Rear Tractor Blades
and Landscape Rakes

Rugged Design, Built for your Lifestyle.
Br P = Landscape Rakes

Ideal for grading, leveling,
spreading topsoil, removing stones
as well as maintaining ball
diamonds and horse exercise
arenas. All units utilize 5/16" x 1%

x 15" heal reated spring steel
tines which are individually bolted
to the tine bar and supported by a
“wallle plate” for added strength.
LRHD-serles rakes are supplied
with a parking stand for easy hook-
up. All models have a Cat. | (7/8"
pins) 3-pt. hitch.

LRHD-6 [Shown with

optional gauge wheels)

LRHD-b

MCR-6 MCR-7 LEHD-6 LRHD-7 LEHD-&

Maximum hp 40 hp 40 hp 60 hp 60 hp 60 hp
a2 | I xl5 g o g
S fomed | Fomed | o0t | oo Tune | sq. Tube
Channel | Channgl 5 . :
Boled Eodted Welded Welded | Winlded
Afame Swaps | Staps | Masi Mast Mast
3-pl. Hitch Cal | €atl | canl at | Cat. |
Rake Width 0’ I [N 7' B
Tine Bar Size 35°x25% | 15"x 25| A'x35" A" x 3.57 A x 35"
Kake 3 forward | 3 forward | 3 forward | 3 forward | 3 forward
Positions 1 reverse | 2reverse | 2 reverse | 2reverse | 2 reverse
Tine Size BA6T 1" | 5167%17 | 56T %17 | 56Tx1T | 516K 1”
Wielgh 187 s, 199 Ihs. 279 Ihs. 305 s 331 Ins.
Parking Stand NA | WA Yos Yes Yes
Product No. J41890 | 341880 J421240 | 142250 342155
SGW-10 Opt. A | ONA | WA N/A
DGW-20 opt. | op. | op. | op opt.
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Rugged Rear Blades —
for the Tough Jobs!

MCRE-72

Maximum hp 15 hp
xl5"
Frame Size farmed Channel
A-Frame Eolted Straps
3-pl. Hitch Cat. 1
) i Moldboard Widih b’
MCRB-72 Blades soldboard Helght 12
Moldboard Thickness W
Cutting Edge — Reversible &
Angley v 360*
An economical 6 blade for tractors
up to 35 hp, with Cat. | 3-pt. hitch, A e o) wirn
The MCRB-72 only offers mechanical Offse N/A
angle adjustment. The main frame Tii WA
is formed with 3" x 2.5" channel; Parking Stand NfA
replaceable straps are used for the Weight 186 Ibs,
Adframe. The formed moldboard Product No. 346775
includes a 6" reversible cutting edge. tiona
SK-5 Skid Shoes 343415
Rear Blade Options
Skid Shoes Snowy removal and farm cleanup have E—nd Plates Materlal handi
age S fewer surprises when skid shoes are s a;fm when o
B Level Gravel attached to the rear blade, No more T you install rear
B Cean Feadits guessing blade helght each lime you o S
Py lower the blade. Skid shoes provide ' ,ET?‘ e Quickly gather
» Reduce adjustable clearance 1o wavel over \ o T— and Eﬁl-tqi:mhr
Slade Dan UREVEN SUMaces thal can damage the EP-40 move dirt, gravel
pap Em"’""“*e blade. They also help prevent damage sluTy of manure
Blade Life 1o the blade when used in deaning 10 mote desirabie
& Prevent Gouging level surfaces, simplifying operations OCATOns.

Model
Number

Used On

SKID SHOES FOR REAR BLADES
SK8

o j,& Product No. |

343435

on driveways, bam floors and feedlons.

343435 346745
MCRE/RE REHD

SRS
24 Ibs.
346745

END PLATHS HOR RFEAR BIATNFS

Model EP-40)
Number 346765
Used On REHD Series
Weight 44 Ibs.
Product No. | I46TAS




RB-1272 RE-1284

Maximum hp | 40np | 40hp
S Frame Size | Fxi* | Fx¥
LAY | welded welded
A-Frame | Mast Mast
» _ 3l Hitch | catl cal. |
RB-Series Standard Rear Blades Moldboard Width & 7
- = Moldboard Helght A | ax
Designed for Cat. | o Cat. | Quick Hitch these stan- :ﬁ:fﬂ;mﬁfme | it o
dard duty blades are Ideal for the small acreage Angle/Phot [ 3s0° | 300

owner. The main frame consist of an all welded mast Angle Forward (degrees) | 0, 15,30 | 0,15, 30

and 37 x 37 square tubing. The RB-5eries features Angle Reverse (degreps) 0,15 o, 15
mechanical angle adjusiment. Angle adjustment s Offset | wa | na
done by simply removing a pin, angling the blade T [ Na N/A
and reinstalling the pin. All models have a reversible Parking Stand | Standard | Standard
cutting edde and are supplied with a parking stand VWelghi 190 Ibs. | 206 Ibs.
for convenlent storage. Avallable as an optlon are Product No. | 346705 346715
skid shoes 1o assist in culting height adjustment 1o Optional tem .

reduce the chance of surface damage during snow SK=5 Skid Shoes | 343435 343435
removal.

RBHD-Series
Heawy Duty
Rear Blades

REHD-7 REHD-6-T
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REHD-E  REHD-7  REHD-6-T RBHD-7-T

Designed for Cat. | or Cat, | Quick

e
hh:;i|m e Airame | welded | welded | Welded | Welded
e the tough jobs. The main Mast Mast Mast Mast
frame.mnflsl of an all welded mast 3-pt. Hitch | cat | eai cat. | cat. |
and 4” x 4" square tubing. The Moldboard Width It 7 6 7
RBHD-Series features mechanical Moldbaard Height | e | s 147 14
offset and angle adjustment. moldboard Thickness | e g e [
Angle adjustment Is done by Cuming tdge — Reversible | & | & b o
simply removing a pin, angling the Angle/Pivol [ ss0 | im0 160" W0°
blade and reinstalling the pin. The Angle Forward (degrees) | 0,15,30 | 0,15, 30 | 0,15, 30 | 0,15, 30
REBHD-6-T and RBHD-7-T utilize a Angle Reverse (degrees) | 0,15 | 0,15 0,15 0,15
3-position tilt assembly that is easy Dffset [ 170 | 12°R1L 1°RIL | 12°RA
1o use. All models have a reversible Til [ ma N/A Fposition | Fposition D
cutting edge and are supplied with Parking Stand | Standard | Standard | Standard | Standard N
a parking stand for convenient Weight | 2750bs. | 3001bs. | 3060bs. | 331Ibs. -]
storage. Available options are skid Product No. | 346780 | 346785 G790 | 346705 o.
shoes to assist in cutting height Dption: -:
adjustment 1o reduce the chance SK-8 SKid Shoes | 346745 | 346745 | 346745 | 346745
of surface damage during snow EP-40 End Plates | 346765 | 346765 | 346765 | 346765 U

removal. Optional end plates
provide a boxed area for grading.




Box Scrapers

If you need a box scraper to perform

site preparation or restoration, or use for
applicable farm practices, then our heavy
duty box scrapers are what you need. They
are ruggedly built with the features yvou need.
The scarlfier helght can be adjusted to loosen
the sail at a desired depth or raised out of the
way. Fach box scraper has a reversible cutting
edde 10 scrape material into the box area,

* Built rugged for long dirt moving life.
* Cat. | {7/8% pins) Quick Hitch Compatible.

* Formed moldboard for superior strength
and performance,

= Reversible 67 cutting edgdes resulting In
greater durability.

= 3-position heat reated steel scarifier shanks
are height adjustable.

* [deal for leveling, finish grading, feedlots,
autdoor arenas, back filling at building sites
and so0 much more.

Box Scraper Spedifications

Working YWidih (in/cm) 48/ 122 60 f 152 i1/ 183 B4 7 213
Overall Depth (in/om) 21-1/1 55 21-1/2 / 55 21-172 [ 55 2141 [ 55
End Plate Thickness {in/om) 1/4/ 633 174/ 635 174/ .635 104 f.635
Moddboard Thickness 7 ga 7 ga. 7o 7 o
wo. of scarnifiers | 4 § f
Cutting Fdge - &nch Reversible Reversible keversible Reversible
Hitch Category Cai. 1 cat. 1 cal | Can |
Horsepower Range 18-25 HP 20- 35 HP 15 - 40 HP i0- 40 HF
Welght (s kg 1200/ 145 787172 428 /194 469 /213
Prosduict Mo EETERL 340325 341335 341340

i . WARNING: Read and undessiand the operators manual before operation. Be sure tracion'skid steer
are properly counterbalanced. Damage 10 equipment of personal injury could ocour,




You Tube

T —

See the Grader Blade In action on YouTube!
e Ao youlubse comywalchflime_
continue=4&yv=1p95BR7|G5ak

Laver control helps mainbain the
perfect grade

Grader Blades Specifications

S50E-88

overall Helght infem)
Owerall Length (in/om)
Overall Width (in/cm)
Welght {lbs/ k)
Mount Type

Hydraulic Blade Adjustments

Mdoldboard Width (in/cm)
Moldboard Height (infcm)

Skid Steer Grader Blade

The patented SSGB-8B Grader is designed to be used by
asphalt, landscaping., and concrete flatwork contractors,
The unil has a 8-foot, six-way hydraulically controlled
moldboard operated by an in-cab remote. Unit is
designed 1o Interface when outfitted with optional
junction box with a Lecia Laser system (sold by Lecia),
this allows the grader to maintain grade to tight
Tolerances. To help prevent damage, the moldboard

is shear pin protected. Unit comes complete with 1/2"
“connect under pressure” flat-faced hydraulic couplers
and a reversible beveled cutting edge for long life.
Optional End Plate Kit (Pair, #811980) and Laser Pole Kit
{Pair, #812110) available,

Close-ug of opliomnal end plate -
soel in pairs,

Oiptional kaser pole kil
- S0id in pairs,

46-142 { 181
98 f 2489
05-1/2 | 2426
1195 / 542
Liniversal Skid Steer
Tilt f Angle / Helght
95-1/2 / M1.6
15 / 361 w/Culting tdge

Moldboard Width, Fully amgled (Infom) B3 f 59

Moldboard Rotation Left & Right

sicldboard TiE Up or Down

keversible Moldboard Cuning Edge (in/cm)
Moldboard Shear Pin Protection (in/om)

3 -Hvdraulic Cylinders {In/cm) PSIfbar
Flat-Faced Couplers Included linscm)

Grader Contngl Vahie
In-Cab Remiole Camtrol

kecommended Min. Skid Steer HP

Wheel Bearings
Tire Size (in/cm)
Prosduct Mo,

25 Degrees
25 Degrees
1/2 % 6 / 33 x 386 Double Bevel
5/16 / 8106 Diameter Shear Pin (Sol1)
2/ 5 Bore x 12/ 30 Stroke 3500 / 241
1/2 {13 Body - Connecl Under Pressure
Eleciric Solennld Operated
Standarnd
45 HP (34 kw)
Greaseable Tapened Roller
18-1/2 % B-1/2x 8 [ 47 x 2.6 x 20.3
11940
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About Worksaver

With a history dating back 1o the 1950s, loday, Worksaver
continues on a path of growth and innovation akded

by the latest in computer deslgned products and
components, increased manufacturing efMciencies

and a commitment to qualily,

With CNC machining centers, fiber laser shape cutting
and robotic welders you can be assured that we will
consistently deliver high quality indusiny-leading products
that elevate your productivity.

Our Midwest location offers us the ability 1o service all
areas of the couwntry casily, With a skilled work force that
shares the same values as our customers. They share in
vour passion for wellmade quality products.

Our #1 goal Is to provide our customers with producs
they are proud to own and help them get more done.

Worksaver,
The Logical Choice
in Equipment.

Cauliom — A hedvy load Can Cause your powed will 1o Bp over, When mosing heavy loads, keep the osd
a5 Choe Lo Ihe gioumd b possible, go dowly around luins, and be suige the ool of ieal of powed uill & piopeihy
wounteibalanged with wesghis,

Caulion — Operaloss musi read & undersiand operaloi™s manual, particularily (he salety warnings and instreclions

The operator s responsible for safety of themaehors and athers when aperaling equipment.
sl mrin Feda

WORKSAVER, INC. has a corporate palicy of continuous product improvement and development:
therelore, speclicalions are subject 10 change withaul any advance natice,
WORKSAVER, INC. ix not responsible for differences botween specifications or illustrations =
contained In this publication and the aoual oquipment Lighfiald, T U3

Distributed by:

Worksaver, Inc.

P.O. Box 100, Litchfield, IL 62056-0100
Phone: 217-324-5973 = Fax: 217-324-31356

worksaver.com « E-mail: sales@worksaver.com

YuTil? F & O

Designed. Engineered. Remarkable Value.

Fewmm Mg, 10012 £ 220 Worksaver, ng. Primbed in LSA



